**************** 



-k t^^ 




Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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FOREWORD 

This Indian Standard ( Second Revision ) was adopted by the Bureau of Indian Standards, after the 
draft finalized by the Winding Wires Sectional Committee had been approved by the Etectrotechnical 
Division Council. 

This standard was first published in 1962. First revision of this standard was undertaken in 1981 to 
bring it in line with the practice followed and experience gained through its implementation. 

The second revision has been undertaken in order to update mainly the dimensions of drums. 

This standard is intended to cover the technical provisions relating to drums of covered winding 
wires and strips as supplied. It does not include the provisions of reeling and wrapping which shall 
be in accordance with the product specification. 

For the purpose of deciding whether a particular requirement of this standard is complied with, the 
final value, observed or calculated, expressing the result of a test or analysis, shall be rounded off in 
accordance with IS 2 : 1960 'Rules for rounding off numerical values { revised )'. The number of 
significant places retained in the rounded off value should be the same as that of the specified value in 
tlus standard. 
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1 SCOPE 



This standard specifies the dimensional require- 
ments for drums for covered winding wires and 
strips for electrical purposes. It includes essential 
requirements for materials, construction and 
marking. 

2 NOMENCLATURE 

For the purpose of this standard the names of the 
various component parts of drums as shown in 
Fig. 1 shall apply. 

3 MATERIAL AND CONSTRUCTION 

3.1 The drums shall be so constructed and made 
from such materials that they satisfy the conditions 
laid down in this standard. The flanges and barrel 
shall be free from protruding material capable of 



damaging the wire, strip or the hands of the 
operator during handling of the drum. 

The flanges shall be made of wood only. 

3,2 All wooden components shall be manufactured 
from reasonably good quality soft wood or multi- 
ply strong plywood. The barrel may be made 
from thin plywood or veneer bent in a barrel 
form. The wood used in the construction shall 
be sound and free from defects that materially 
weaken the component parts of the drums. Wood 
preservative, which shall have no deleterious 
effect on the covering of the wire or strip, shall be 
used at the points where the barrel and flange 
components meet. If required by the purchaser 
the preservative treatment shall be applied to the 
entire drum. 



TRAVERSE 




SECTION XX 



NOTE — The number of barrel bolts may be increased in case of larger drums. 

Fig. 1 Drum Nomenclature ( Drum Shown with Wooden Flanges ) 



1 
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3i2-l For ply flanges, the barrel base shall be 
made of iron tubes and its ends shall be rivetted 
on the outside of the flanges and barrel shall be 
made by covering with tough flexible ply board 
or similar materials. 

3.3 Flanges 

3.3.1 Flanges, if made of plank, shall be construc- 
ted with two thicknesses of plank, at right angle 
to each other, nailed and clenched together. Nails 
shall be driven from the inside face of the flange, 
punched and then clenched on the outer face. 
Flange boards shall not be less than the nominal 
thickness by more than 2 mm. There shall be not 
less than two nails per board in each ring. 

Thin veneer or plywood shall be glued with 
suitable waterproof adhesive on inside of the 
flanges, and between the barrel, to protect the 
delicately covered material from the rough surface 
of the flange. Block wood construction for flange, 
that is, single layer of wooden planks sandwiched 
between two layers of plywood shall not be used 
for the construction of the flange. 

3.3.1.1 All nuts, bolts, screws and other fasteners 
shall be flushed or countersunk below the surface 
of the flange except for ply flanges. 



3.3.2 A suitable circular recessed space shall be 
provided on the flange for the label, if used, so 
that the label is below the flange surface and shall 
not be torn out in transit. 

3.3.3 The flange shall be provided with a peg 
hole to take a braking device and for tensioning 
during unwinding. This shsdl be 16 mm in dia- 
meter and sufficiently deep and shall be drilled 
at a radius of 120 mm from the centre of the 
bore. 

3.3.4 If required by the purchaser corrugated 
fasteners shall be applied at regular intervals on 
the circumference of the flange. 

4 DIMENSIONS 

4.1 The important dimensions of drums shall be 
in accordance with Table 1. 

4.2 Drum sizes shall be denoted by the reference 

numbers shown in Table 1 . 

5 MARKING 

5.1 The flange of each drum may be marked with 
the reference number given in col I of Table 1. 

5,1.1 Drums may also be marked with the Stand- 
ard Mark. 



Table 1 Dimensions of Drums 

( Clauses 4.1,4,2 and 5 A ) 









{ All dimensions in millimetres, ) 








Ref 
No. 


Flange 
Dia 


Traverse 


Barrel 
Dia 


Flange 
Thickness, 

Max 


Overall 
Width 


Bore 
Dia 


Capacity 
( Approx. ) 

kg 


(1) 


(2) 


(3) 


(4) 


(5) 


(6) 


(7) 


<8) 


355 


355 ±5 


200 ±3 


300 ± 5 


28 ±4 


200 


40li*« 


50 


452 


450 ±5 


200 ±3 


300 ±5 


28 ±4 


267 


») 


70 


482 


482 ± 5 


200 ±Z 


325 ±5 


28 ±4 


267 


97 


90 


500 


500 ±5 


220 ± 3 


325 ±5 


28 ±4 


267 


99 


90 


560 


560 ± 5 


220 ±3 


400 ±5 


28 ±4 


289 


99 


100 


605 


605 ± 5 


220 ±3 


455 ±5 


28 ±4 


289 


** 


110 


710 


710 i 5 


240 ±3 


460 ±5 


38 ± 4 


322 


9> 


250 


900 


900 ± 5 


300 ± 3 


560 ± 5 


38 ±4 


384 


» 


400 


1000 


1 000 ± 5 


300 ± 3 


660 ± 5 


38 ± 4 


384 


9P 


500 
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